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APPENDIX I 
 

LID FEATURES FOR HIGH DENSITY URBAN CENTERS AND 
COMMERCIAL CORRIDORS 



 

 Greenville County, South Carolina 
Janaury 2013 Storm Water Management Design Manual Appendix I-2 

LID FEATURES FOR HIGH DENSITY URBAN CENTERS AND COMMERCIAL CORRIDORS 

LID Feature 
BMP 

Number 
Runoff 
Volume 

Water 
Quality 

Treatment 

Center Areas Degree of 
Maintenance 
(E.M,D)* 

Use 
Within 
ROW 

Special Notes 
Core Transition Residential 

Pervious Pavement LID-01 X  X X X E L Pervious Sidewalks allowed in ROW, 
Driveways can be pervious up to ROW 

Full Dispersion LID-02 X X  X X E   

Rain Barrels and Dry Wells LID-03 X   X X E   

Cisterns LID-03 X X X X     

Vegetative Swale LID-04 X X  X X E L Only non-enhanced swales allowed in 
ROW 

Stormwater Alleys LID-05 X X  X X M   

Shared Driveways LID-06    X X E   

Split Track Driveways LID-06 X X  X X E   

Disconnect Impervious LID-07 X X  X X E   

Mountainous Sites M-LID-01 X X   X    

Green Roofs U-LID-01  X X X  M   

Planter Boxes ULID-02 X X X X  M L  

Stormwater Courtyards U-LID-03 X X  X X E  Other LID features can be placed within 
courtyard area 

Cul-de-Sac Islands R-LID-02  X  X X M X  

Curb Extensions R-LID-03  X X X X M X  

Bioretention Areas WQ-05 X X  X X M L 
Can only to be used in Cul-de-Sac Island 
and Curb Ext, and only for road runoff 

Infiltration Trench WQ-07 X X X X X M L 
Can only to be used in Cul-de-Sac Island 
and Curb Ext, and only for road runoff 

Enhanced Grass Swale WQ-08 X X  X X M L 
Can only to be used in Cul-de-Sac Island 
and Curb Ext, and only for road runoff 

     X – Applicable     E – Easy   M – Moderate       D – Difficult          L – Limited   


